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Yellow highlighted = 
Available from stock

not highlighted =  
Available on request

•	Sheath: PVC
•	Wire cross-section: AWG 26/7
•	Shielding: U/UTP (unshielded)
•	Transparent red colored plug
•	Boots with kink protection and strain relief
•	Latch protection

Patch Cables // CAT 6 U/UTP

CAT 6, U/UTP Patch Cable

•	Connector: FCC & IEC 60603-7
•	Stranded wire: 0.155 +/- 0.01 mm
•	Diameter cable jacket: 5.0 +/- 0.2 mm
•	Isolation stranded wire: HD-PE
•	Operating temperature range: -20 °C to +60 °C

Length/Color Grey Blue Black Green Red Yellow

0.50 m DK-1612-005 
371809

DK-1612-005/B 
371816

DK-1612-005/BL 
371823

DK-1612-005/G 
371830

DK-1612-005/R 
371847

DK-1612-005/Y 
371854

1.00 m DK-1612-010 
371861

DK-1612-010/B 
371878

DK-1612-010/BL 
371885

DK-1612-010/G 
371892

DK-1612-010/R 
371908

DK-1612-010/Y 
371915

2.00 m DK-1612-020 
371922

DK-1612-020/B 
371939

DK-1612-020/BL 
371946

DK-1612-020/G 
371953

DK-1612-020/R 
371960

DK-1612-020/Y 
371977

3.00 m DK-1612-030 
371984

DK-1612-030/B 
371991

DK-1612-030/BL 
372004

DK-1612-030/G 
372011

DK-1612-030/R 
372028

DK-1612-030/Y 
372035

5.00 m DK-1612-050 
372042

DK-1612-050/B 
372059

DK-1612-050/BL 
372066

DK-1612-050/G 
372073

DK-1612-050/R 
372080

DK-1612-050/Y 
372097

7.00 m DK-1612-070 DK-1612-070/B DK-1612-070/BL DK-1612-070/G DK-1612-070/R DK-1612-070/Y

10.00 m DK-1612-100 
372172

DK-1612-100/B 
372189

DK-1612-100/BL 
372196

DK-1612-100/G 
372202

DK-1612-100/R 
372219

DK-1612-100/Y 
372226

15.00 m DK-1612-150 DK-1612-150/B DK-1612-150/BL DK-1612-150/G DK-1612-150/R DK-1612-150/Y

20.00 m DK-1612-200 DK-1612-200/B DK-1612-200/BL DK-1612-200/G DK-1612-200/R DK-1612-200/Y


