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EC505N-510N-10R-120B

Half cut N-type monocrystalline cells, white backsheet,
anodised aluminum black frame.

Staubli MC4 connectors

®

15-year product warranty

30 Years Linear Power Output Warranty

Polish warranty

Half cut N-type cells

Universal module dimmension

Lower LID (Light Induced Degradation)

Low temperature coefficient

High efficiency during low radiation

OICHOR=ESX DEO;

Standard warranty for PV modules

= Linear performance warranty for the Encor module
with high-efficiency half-cut N-type monocrystalline cells

99.0% %
98.0%

@ WARRANTY

* 30 Years Linear Power Output Warranty 4%
no less than 87.4% 87.4%

* 15 years Manufacturers Warranty 84.8%

[
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Half cut N-type monocrystalline cells, white backsheet,
anodised aluminum black frame.
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ELECTRICAL PROPERTIES STC* (i Tommorstors st - g
Cell Temperature 25°C; AMIS iml|||||||||||||||Ilmllﬂlﬂlﬂlﬂlﬂlliml||||||||||||||||| HE
ey
MPP Voltage Vmp (V) 37,00 3712 ; =
MPP Current Imp (A) 13,65 13,74
Open Circuit Voltage Voc (V) 4378 4391
Short Circuit Current Isc (A) 14,57 14,66 E
Module Efficiency (%) 22,31% 22,53% ‘&_ (I' =
*NOCT: Irradiance at 800 W/m?; |
ELECTRICAL PROPERTIES NOCT* Ambient Terlnperoture 20°C; Wind Speed 1 m/s mmm%}miﬂimimlimululuulunnmmmmm TR
Peak Power Pmax (W) 380 384
MPP Voltage Vmp (V) 34,63 34,74
MPP Current Imp (A) 10,99 11,06
Open Circuit Voltage Voc (V) 41,33 41,45 Si;:{e Back
Short Circuit Current Isc (A) 1,77 11,85
MECHANICAL PROPERTIES 2

Cell Type
Number of Cells
Dimension
Weight

Glass

Frame

Length of Cable
Connector Type
Junction Box

Maximum load capacity Snow/Wind

OPERATING PROPERTIES

Maximum System Voltage
Maximum Series Fuse Rating

Power Tolerance

TEMPERATURE COEFFICIENT
Nominal Operating Cell
Temperature (NOCT)

Temperature Coefficient of Isc
Temperature Coefficient of Voc

Temperature Coefficient of Pmax*

PACKING CONFIGURATION

Packing Type - Container
Piece/Pallet
Pallet/Container
Piece/Container

N-type monocrystalline

120 cells (6x20)

1996mm x 1134mm x 30mm

24,4kg

3,2mm AR tempered with high transparency
black, Anodized aluminum alloy

4mm?, 1200mm

Staubli MC4

IP68 (3 bypass diodes)

5400/2400Pa

1500V DC (IEC/UL)
25A
+3%

43 = 2°C

+0,040% / °C
—0,280% / °C
—0,300% / °C
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Due to technological progress, product parameters
will be adjusted accordingly; When signing the
contract, the latest data of the company shall prevail.

Corab S.A.
ul. Michata Kajki 4
10-547 Olsztyn

Contact Center:
+48 799 396 396
wsparcie@corab.com.pl
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