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Technical Data - General

Nominal voltage (1-phase) 230-277V
Operating range (class 1) 184 - 318,55V
Operating range (class 2) 100 - 230 VLN = (1 % RDG/accuracy)

Nominal / Maximum current 1A+5A/6A

Current transformer ratio (kCT) 1-1000
e.g. TC 800/5A kCT =160
for direct connection: KCT =1

Maximum value kVT x kCT 1000 (CT/5A)
DIN rail 35 mm

Communication

Modbus RTU

Screw terminal

Output (data communication /Auxiliary power supply)

Detailed, country-specific warranty terms are available on: www.fronius.com/solar/warranty



1

1 Phase, 2 Wires - VT/CT

OOD

I

L2—o/c

1t

2 Phases, 3 Wires - VT/CT

060000,

1=

K

11

3 Phases, 3 Wires - VT/CT

Load / Source

Load / Source

Load / Source

S1———S2

P1—i——pP2

S1—-—s2
P1—g——P2

S1—sa-—S2
P1—ag_—P2

@ (o A
CU Wire 1-4mm?
.C F (min CAT5)
Natio Sdards |:(;| :]:05 - Na‘s‘ams ] %\l]) oe
0,4 Nm 1L— o// — s
100 - 240 V AC/DC LINF- %
(e 10%) & NIL/-/+ N )
s1—dmm—s2
P14.-7P2
1 Phase, 2 Wires - CT
@N CSR@@
LB «- 0 )
National Standards
L1 —cr/c — 3
Lz—o/c ; % .§
N —O/C E S1—imm—s2
P1—gE——P2
2 Phases, 3 Wires - CT
20 EOEOEO
(IRl |
National Standards
L1-—o7o — 8
! R 3
pll i —
L3 ¢ o S S1—fam—s2
P14F7P2
3 Phases, 3 Wires - CT
2)3 0600 8 '
(NS RN 1
National Standards
L1-oT™ -
|_2—o/c L §
L300 — 8 S1—mm—s2
P1—_—P2

3 Phases, 4 Wires - Aron CT




2EN@OEED®®
() «- muﬁ

1
National Standards -
L1 _0/ L 8
LZ_O’/ T é
L3-—T ™4l
N —o < 3 S1—tam—s2
P1—tg_—p2

Load / Source

S1—dem—s2

3 Phases, 4 Wires - CT

CU Wire

(min CAT5)

=0,05 mm?

0,4 Nm

) |Snaplnverter

Modbus

1 D+

[
O] 12 | D-
|| 13 ] -

Meter| Modbus

11 M1+

0
0| 12 M1-
|| 13 GND

SMART METER
= =
| i S '.: .

-¢=I=II ¥

Transformation Ratio

@
LBl

Manufacturer manual

=/

e. g. Ohmpilot, Battery

LI

Manufacturer manual

=X

Inverter

P1—m—_—p2

3 Phases, 4 Wires - VT/CT

— D+ D- -
o @ @ @ CU Wire
T 20,05 mm?
L 0,4 Nm

T

max. 300 m

1x page up / value up

2 sec. adjust / confirm

&

Bypass (cable)

|| 10 12

Password

SMART METER SMART METER

1x page down / value down

Modbus Address

SMART METER
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