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• SATA 3.0 interface

• Read-intensive use: 1 DWPD for 

5 years

• Capacity: 480 GB to 3. 84 TB

• Sequential read/write 

bandwidth up to 560/530 

MB/s

• Random Read/Write IOPS 

@4KB Up to 98k/46k

Key Specifications 
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Sequential read/write bandwidth up to 
560/530 MB/s
Random Read/Write IOPS @4KB Up to 
98k/46k (3.84TB)

Low power consumption

High Reliability

Easy O&M

Meantime between failures (MTBF): 2.5 
million hours 
Annual failure rate (AFR): ≤ 0.35% 
Uncorrectable bit error rate (UBER): 10-17

Idle: 1.1 W (3.84 TB)
Active: 3.7 W (3.84 TB)

Supports monitoring and warning to 
check whether the daily data written 
by hosts is proper.
Supports activating immediately after 
an upgrade.

High Performance



Model ES3521A V6

Form Factor U.2 2.5-inch

Interface SATA 3.0 6Gb/s

NAND Flash 3D TLC

Available Capacity 480 GB 960 GB 1.92 TB 3.84 TB

Model Number
HWE62ST3

480L003N

HWE62ST3

960L003N

HWE62ST3

1T9L003N

HWE62ST33T

8L006N

Max. Sequential Read/Write 
Bandwidth @128KB 560/530 MB/s 560/530 MB/s 560/530 MB/s 560/530 MB/s

Max. Random Read/ Write 
IOPS @4KB 98k/50k 98k/40k 98k/40k 98k/46k

Average Read/Write 
Latency@4KB 140 µs/45 µs 140 µs/45 µs 140 µs/45 µs 100 µs/35 µs

Power Consumption
(idle/Active) 1.3 W/3.7 W 1.3 W/3.5 W 1.3 W/3.7 W 1.1 W/3.7W

Endurance1 1 DWPD for 5 years

Max. Data Written2 0.876 PBW 1.752 PBW 3.504 PBW 7.008 PBW

Weight (g) < 182 g

TRIM Supported

Power failure protection Supported

Chip failure protection Supported

Reliability
Meantime between failures (MTBF): 2.5 million hours 
Annual failure rate (AFR): ≤ 0.35% 
Uncorrectable bit error rate (UBER): 10-17

Temperature
Non-operational: –40°Cto +85°C(–40°F to +185°F)
Operational: 0ºC to 78ºC(32°F to 172.4°F)

Notes:
The specifications are subject to change without notice. Performance results are based on internal testing and use. Results and 
performance may vary according to configurations and systems, including device capacity, operating system versions, and test tools. 
1 The DWPD is tested according to the JESD219 standard. An SSD can be used for five years if the DWDP stays below the specified vale. 
Otherwise, the SDD service life will be affected.
2 Max. Data Written: measured by petabyte writes (PBW)
3 The specifications above are the SATA3.0 performance specifications. The performance specifications are tested under the maximum 
power consumption.
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